Benton County Surveyor’s Office

Jerome C. Wittstock County Surveyor

Minnesota License No. 19552

Statement of Evidence:






B163

East Quarter Corner of Section 16, Township 38 North, Range 29 West, Alberta Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at the location and bearing trees were recorded.
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1932
County Engineer’s Notebook No. 66 contains road survey for SAR 3 running south to north.  Notes show corner marked by a hub set in road with fence lines east and west.  Ties:
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Stationing gives distances of 2751.5 feet to the SE corner and 2771.0 feet to the NE corner.

County Surveyor’s Record Book 2, page 268, notes the same ties to a hub.

1951
County Engineer’s Notebook No. 190 contains survey of SAR No. 3 running from the south to north.  Corner is shown as a hub set in road with fence lines running east and west.  Ties:
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Stationing gives distances of 2784.3 feet to the NE corner and 2752.4 feet to the SE corner with a delta angle of 0-32’ right.

County Surveyor’s Record Book 2, page 268, notes the same ties to a hub.

2012
The Benton County Surveyor’s Office found a 1/2" iron pipe capped 12236 in the north-south centerline of CSAH 3 on fence east and west.  Fragments of an old stump were found South 83 degrees East 99.1 feet from the found iron pipe, correlating with the 1951 tie.  The distance south measures 2753.17 to a CIM at the southeast corner of Section 16 comparing to 2751.5 in 1932 and 2752.4 feet in 1951.  The distance north to a 1/2” open iron pipe measures 2780.68 feet compared to 2771.0 in 1932 and 2784.3 in 1951.  Since the distances north and south fit reasonably with the earlier resurvey distances and the corner falls in the north-south centerline on fences east and west, the found iron pipe capped 12236 is accepted as marking the obliterated corner position.
Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-183125.295
E-526412.269
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