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Statement of Evidence:






B213

East Quarter Corner of Section 21, Township 38 North, Range 29 West, Alberta Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at this location and bearing trees were recorded:



12” Elm

N 38 E

15 links



7” Blk Ash

S 59 W

33 links

1931
County Engineer’s Notebook No. 64 contains road survey for SAR No. 3 from CR 12 south to Gilman.  Corner is shown marked by a granite rock with “+” with ties:
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Stationing gives distances of 2670.7 feet to the NE corner and 2647.1 feet to the SE corner and a delta angle of 0-29’ right (running north to south).

1951
County Engineer’s Notebook No. 190 contains survey of SAR No. 3 running from the south to north.  Corner is shown as a rock with + in road with old road running east and tree line west.  Same ties to three Elms as shown below.  Stationing gives distances of 2671.5 feet to the NE corner and 2648.9 feet to the SE corner with a delta angle of 0-11’ left.

1952
County Surveyor’s Record Book 2, page 278, notes the following reference ties to a granite rock with an ‘X’.
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Older ties:
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1981
Paul Wellen, LS 10461, notes show a nail and disc set for the corner in center of north-south road and fence line east-west.  Ties:
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1989
William Lunser, LS 9394, found no monument or old ties as shown on 1952 County Highway plans.  He set a cast iron monument at the centerline of roads north/south and a fence line west.  He filed a Certificate of Location (#195963) and notes a distance of 2668.74 feet to the NE corner Sec 21 and a distance of 2648.94 feet to the NE corner Sec 28.

NOTE: Lunser’s tie to PP agrees with Wellen’s tie.  Two of Wellen’s ties appear to fit with old ties to Elms.  Position probably is acceptable, but with old reference to stone, corner should be excavated to verify.

2009
Westwood Professional Services found a 3/8-inch solid iron rod and excavated with a Benton County backhoe.  A 8-foot by 14-foot by 7-foot deep hole was excavated and no corner evidence was found.  Distances to the north and south from the found rod fit the measurements from 1931, 1951 and 1989 within 2 feet and accessories from 1952 and 1981 appear to agree.  Believing the rod to be the best available obliterated evidence a 1/2-inch by 15-inch iron pipe capped 19552 was set 0.5 feet below the road surface at the rod position.
County Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-177705.698
E-526567.410
