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East Quarter Corner of Section 26, Township 38 North, Range 29 West, Alberta Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at this location and bearing trees were recorded.
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1944
County Engineer’s Notebook No. 157 contains road survey for CAR No. 43 running north to south along the section line.  Corner is shown as a hub set in center of road with fence east.  Ties:



Cor FP

E
24.0’


Stationing gives distances of 2710.4 feet to the NE corner and 2688.3 feet to the SE corner with a delta angle of 0-35’ left.

1963
County Surveyor’s Record Book 2, page 288, notes Highway Department reference ties to an iron:
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It also notes a distance of 2690.0 feet to the SE corner Sec 26 and a distance of 2711.0 feet to the NE corner Sec 26.  (Note in Notebook 157 shows corner found from 1944 survey and placed iron.)

1993
Sidney Williamson, LS 10918, found a ½” iron pipe at the centerline of roads north/south and a fence line east.  He replaced it with a cast iron monument and filed a Certificate of Location (#223486) and notes a distance of 2690.57 feet to the SE corner Sec 26 and a distance of 2711.03 feet to the NE corner Sec 26.

2004
Certificate of Survey by Larry Huhn, LS 24332, in the NW ¼ of the SW ¼ of Section 26 shows a PK nail at the corner.

2008
Westwood Professional Services, Inc. found a CIM in the centerline of CSAH 14 and in line with fence line east.  Measured 2710.99 feet to the NE corner and 2690.53 feet to the SE corner of Section 26 which agrees with 1944, 1963 and 1993 distances.  CIM is accepted as marking the obliterated position for this corner.
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