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Statement of Evidence:






B102

Northeast Corner of Section 10, Township 38 North, Range 29 West, Alberta Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at this location and bearing trees were recorded.



12” Elm


N 73 E


20 links



16” Poplar

S 44 W


6 links

Undated
County Surveyor’s Record Book 2, page 242 notes the following reference ties to an oak stake and an I.M.




TP
SE
100.5

TP
SW
98.3

1907
County Road Book, pages 4-6, contains a road survey by Felix Parent, County Surveyor, for State Road.  Survey shows corner found “drove 1 ¼ “ x 16” gas pipe in place of old post”.  Road runs north-south
1912
County Surveyor’s Record Book 2, page 231 notes the following reference ties to a stone over an I.M.



10” B Ash
S 35 W
62.5 feet

12” W Oak
S 76 W
64.5 feet


Later ties added:



10” Oak

NE


109.7 feet



SW Cor School Foundation

155.1 feet

1939
County Engineer’s Notebook No. 128 contains survey of CAR 22 running east to west on section line.  Corner is shown as an iron in center of 4-way road intersection.  Ties:



10” Oak



NE
109.7 feet



SW Cor School Foundation
NE
155.1 feet

1958
County Surveyor’s Record Book 2, page 256, notes the following reference ties to an iron pipe:



10” Oak

NE
109.7 feet
TP
SE
112.9 feet

1958
County Engineer’s Notebook No. 207 contains a survey for CSAH No. 22 running west to east on the section line.  Corner is shown as an iron in center of road with CR 65 running north-south. Ties are the same as listed below in 1960.  

1960
County Surveyor’s Record Book 2, pages 240 & 256 notes the following reference ties to an iron pipe.



SW Cor School Foundation
NE

155.1



TP



SE

83.7



PP



NE

82.25



TP



SW

49.3

1978
Paul Wellen, LS 10461, found a ½” I.P. at a north/south and east/west centerline.  He filed a Certificate of Location (#151872).

1992
William Lunser, LS 9394, notes a distance of +/-2671.2 feet to the East ¼ corner of Section 3 per Doc. No. 234196.

2010
The County Surveyor’s Office found a PK at a north/south and east/west centerline.  The ties from earlier years were searched for and only the PP from 1960 was found fitting the distance to the PK Nail within 0.3 feet.  Distance to the east quarter of section 3 measures 2671.08.  None of the ties from Wellen’s certificate were found.
Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-191087.903
E-531616.190
4/13/2010

