Benton County Surveyor’s Office

Jerome C. Wittstock, County Surveyor

Minnesota License No. 19552

Statement of Evidence:






B222
Northeast Corner of Section 22, Township 38 North, Range 29 West, Alberta Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at the location and bearing trees were recorded.



13” B. Oak 
N 51 1/2 E 
27 links



14” Sugar
S 86 1/4 W 
52 links

1907
County Road Book, pages 4-6, contains a road survey by Felix Parent, County Surveyor, for State Road.  Survey shows corner found “drove 1 ¼ “ x 16” gas pipe in place of old post”.  Road runs north-south.

1912
County Surveyor’s Record Book 2, page 231, shows an iron monument with the following ties.



Corner F.P.


SW
41



NW Corner Blacksmith shop 
SE
45

1931
County Engineer’s notebook No. 65 contains road survey for SAR No. 12 running west to east.  Corner is shown as a spike in 4-way road intersection. Ties:



T. P. 



NE
37.3’



Iron Pipe 2’ NW from cor. Shed
SE
45.6’

1933
County Engineer’s notebook No. 70 contains road survey by H. G. Elletson, which notes corner marked by a hub in road intersection with same ties and in 1931.

1960
County Highway ties call for an iron pipe with the following reference ties:



T.P.




NE
49.5’



Iron Pipe 2’ NW from corner of shed
SE
46.9’



PP 




SW
49.6’



14” Elm




SE
89.7’

1966
County Engineer’s Notebook No. 252 contains road survey for CSAH No. 12 running west to east.  Corner is shown as an iron in 4-way road intersection. Ties:



T.P.
NE
51.15’



PP
SW
57.6’



PP
SE
58.4’



Iron
SE
47.0’

2001
Westwood Professional Services, Inc. found a PK at the centerlines of County Road 12 and Township Road 65.  We dug with a backhoe down 18” at the location of the PK and found a 1” X 3” rectangular iron bar of unknown length, with a mark on top.

Westwood Professional Services, Inc. set a cast iron monument, down 6 inches over the found 1” X 3” rectangular iron bar and established reference ties.  We checked for the previous ties from 1912 and 1960, but all had been destroyed.  Corner is based on a perpetuated location based on the 1912 record.  Corner location is 2611.27 feet from the North Quarter Corner of Sec 23 and 2610.94 feet from the North ¼ corner Section 22.  Paul Wellen, LS 10461, filed Certificate of Location (Doc. No. 285648).

County Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-180420.145

E-531745.602

2012
The Benton County Surveyor’s Office found the CIM as set in 2001 and a 1/2" iron pipe with broken cap 0.6 feet south.  The 2001 corner position was verified and accepted as marking the obliterated corner position.
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