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Statement of Evidence:






D313

East Quarter Corner of Section 31, Township 38 North, Range 31 West, East Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post in a mound with pit 8 links east at the corner location.

1978
William Lunser, LS 9394, set a 3/4” pipe at the intersection of a road north/south and a fence line west.

1985
William Lunser set a cast iron monument at the location of the 3/4” pipe and filed a Certificate of Location (#191264).  Certificate shows a distance of 2624.34 feet to the NE corner of Section 31.

2003
Survey & Engineering Professionals, Inc. obtained coordinates by conventional traverse to found CIM.  Measured 2624.33 feet to the NE corner and 2670.13 feet to the SE corner.

County Coordinates:

NAD 83 (1996 Adjustment)

N- 166909.248

E- 452099.521

2004
MN/DOT


County Coordinates obtained by GPS

NAD 83 (1996 Adjustment)

N-166909.205

E-452099.349

2008
Westwood Professional Services, Inc. found a CIM (top broke) at the corner location.  Measured 2624.38 feet to the NE corner and 2670.06 feet to the SE corner.  CIM is accepted as marking the obliterated corner position.  County Coordinates Obtained by GPS coincide with 2004 MN/DOT position.  

