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Statement of Evidence:






D331

North Quarter Corner of Section 33, Township 38 North, Range 31 West, East Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post in a mound at this location.

This corner is noted on the following recorded plats


GEORGE ADDITION


1/20/1981
William Lunser

FROMLET ADDITION


3/19/1990
David P. Regan

BROCKA ADDITION


1/31/2000
David P. Regan

CIM

BROCKA FIRST ADDITION

1/31/2000
David P. Regan

CIM

1921
County Engineer’s notebook 21 contains notes for road that runs east from this corner.  Tie:
F.P. South 33.0’.

1972
William Lunser, LS 9394, set a RR spike at the centerline of County Road 2 and at distances proportionate to the Benton County Highway stationing.  A Certificate of Location (#133449) was filed.  A distance of 2676.57 feet was measured to both the NW and NE Corners of Section 33.  

1978
Paul Wellen, LS 10461, measured 2676.94 feet to the NW corner and 2676.53 feet to the NE corner of Section 33.

2000
Sam Deleo, LS 40341, found a RR spike at the corner location.  He replaced the RR spike with a cast iron monument and he filed a Certificate of Location (#271526).  A distance of 2676.88 feet to the NW Corner of Section 33 and a distance of 2676.52 to the NE Corner of Section 33 was recorded.

2001
Westwood Professional Services, Inc. found a cast iron monument at the corner location that fit with ties.

2002
Westwood Professional Services, Inc. located monuments along County Road 2, prior to road construction, using GPS.  Distances to corners east and west checked well with Lunser’s.  Set a PK at the location of the found cast iron monument after the road construction.

County Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-169620.413

E-460157.509

2004
MN/DOT

County Coordinates obtained by GPS

NAD 83 (1996 Adjustment)

N-169620.414

E-460157.514

3/2/2005

