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Statement of Evidence:






D341

North Quarter Corner of Section 34, Township 38 North, Range 31 West, East Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post at this location and bearing trees were recorded. 



8” Bur Oak

N 37 W

100 links



6” Bur Oak

S 16 E


17 links

1914
County Road Book, page 80 contains a road survey by M. J. Cleveland, District Engineer, for State Road No. 5.  Survey shows corner found and road from east-terminated at the corner
1921
County Engineer’s Notebook No. 21 contains notes for east-west road that shows corner marked by an iron monument in center of road.  County Surveyor’s Record Book 2, page 148 shows an iron monument at the centerline of a road for the corner location with the following reference ties.
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Notebook No. 27 stationing gives distances of 2707.3 feet to the NW corner.


1972
William Lunser, LS 9394, set a RR spike at the intersection of a fence line from the north and the centerline of an east/west road.  A Certificate of Location (#133448) was filed.  Gives distance of 2709.82 feet to the NW corner.

1973
Lunser shows a distance of 2680.93 feet to the NE Corner Section 34 on Certificate of Location (#133446) for the NE Corner of Section 34.

1989
Lunser found a 1/2” iron pipe and verified its location with distances to the section corners.  He set a cast iron monument at the 1/2” iron pipe location.  A Certificate of Location (#195971) was filed.

2001
Westwood Professional Services, Inc. found a cast iron monument at the centerline of County Road 2 (running east and west).

2002
Westwood Professional Services, Inc. located monuments along County Road 2, prior to road construction, using GPS.  A PK nail was set at the location of the found cast iron monument after the road construction.  Filed Certificate of Location (Doc. No. 293725).
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