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Statement of Evidence:






D142

Northeast Corner of Section 14, Township 38 North, Range 31 West, East Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post in a mound at the corner location.

1873
County Surveyor’s Record Book 2, page 79, shows a road survey on section lines running north south by C. Feller.

1879
County Surveyor’s Record Book 2, page 80, shows a road survey on section line from the north by Richard Cronk.

1999
William Lunser, LS 9394, set a cast iron monument at the centerline of a road north/south and at proportionate measurements to the GLO notes.  He filed a Certificate of Location (#262728) and notes the following distances:



2656.84 feet to the East ¼ corner Sec 11



2683.40 feet to the North ¼ corner Sec 14



2656.84 feet to the East ¼ corner Sec 14

2008
Westwood Professional Services, Inc. found the cast iron monument set by Lunser in 1999.  Measured 2656.86 feet to the E1/4 of Sec. 11, measured 2656.76 feet to the E1/4 of Sec. 14 and measured 2683.39 feet to the N1/4 of Sec. 14 which is consistent with Lunser certificate.  Further analysis of tree line occupation at the 1/16th corners east and west were inconclusive, but still seemed to fit relatively well to the traveled road for the east/west position.  No 1/16th occupation existed to the south.  Tree line occupation at the 1/16th corner to the north was inconclusive as well with a tree line to the east measuring ~10 feet south of a split and a tree line to the west measuring ~14 feet north of a split.  I agree with Lunser’s method of holding the centerline of the road for east/west location and proportionate measure for north/south position.  CIM is accepted as marking the obliterated position for this corner.

County Coordinates obtained by GPS


NAD 83 (1996 Adjustment)
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