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Statement of Evidence:






D152

Northeast Corner of Section 15, Township 38 North, Range 31 West, East Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post in a mound with a pit 8 links east at the corner location and bearing tree marked:



8” Bur Oak
N 57 ½ W
903 links

1915
County Surveyor’s Record Book 2, page 80, and Record Book A, Map No. 8, shows a survey of Section 10 by J. P. Soderstrum where he set this corner by double proportion (lost method) from the SW corner of Section 10, the East ¼ corner of Section 10, and the SE corner of Section 15 using the center of the road.  He gives tie of T.P. N 65 E 26 links.  (Distance of 82.19 chains to SW corner of Section 10 and 40.33 chains to the East ¼ corner of Section 10).


Page 104 notes an iron at the corner with the same tie.

1916
County Road Book, page 80 contains a road survey by M. J. Cleveland, District Engineer, for State Road No. 4.  Survey shows corner found and road run north-south.

1961
MN/DNR survey crew shows I.P. at the corner.

1977
MN/DNR survey crew set P.K. nail from PP tie NW 60.8’.

1999
William Lunser, LS 9394, did not find any marker for the corner.   He set a cast iron monument on centerline tangent by proportionate distances between the SW corner Sec 15 and the East ¼ corner Sec 10.  He filed a Certificate of Location (#262726) and notes a distance of 2677.38 feet to the North ¼ corner Sec 14 and a distance of 2668.49 feet to the East ¼ corner Sec 10 and a distance of 5336.90 feet to the SE corner Sec 15 along the road centerline.

NOTE:
Lunser’s re-establishment of the corner appears to agree with how Soderstrum established the corner in 1915.  Their distances being within 7 feet per ½ mile north-south.  Should check further for old marker.

2004
Surveying & Engineering Professionals, Inc. found CIM and used for survey in Section 14.
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