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Statement of Evidence:






C032

Northeast Corner of Section 3, Township 38 North, Range 30 West, Graham Township, 4th Principal Meridian, Benton County, Minnesota.

1849
Original US General Land Office set a wood post at this location and bearing trees were recorded


12” Poplar

N 40 1/2 E

397 links

1897
Morrison County Surveyor, notes in Surveyor’s Record Book A, page 58, (Morrison County) shows survey of Section 34, 39-30.  Notes state found Government corner.

1908 
County Surveyor’s Record Book 2, page 164, MJ Cleveland notes a hub with the following tie:



10” Blk Oak
S 19 1/4 E
114 links

1914
Phil Randall, Morrison County Surveyor, notes in County Surveyor’s Record Book A, page 167, (Morrison County) a survey of Section 35, 39-30.  Survey notes a stake found at the corner location and also one of the old Government witness trees.

1931
County Engineer’s Notebook No. 81 for survey of Graham aid road running south to north.  Corner is shown as a hub with town road east and fence line west.  Ties:




FP
NE
36.5




TP
SE
41.0


Survey terminated at this corner.  (Ties also listed in Book 2, page 164)
1963
County Engineer’s Notebook No. 285 contains a road survey for CR 22 running south to north on section line.  Corner is shown as a spike set in center of road with town road east.  Ties:



PP

NE
54.35



TP

SE
80.5
1990
Paul Wellen, LS 10461, found a 1” solid pin, 24” long, in the centerline of county Road 23 running south, Morrison County Road running north, and town road east.  He replaced with a cast iron monument and filed a Certificate of Location (Doc. No. 199554).

2008
Westwood Professional Services, Inc. found a CIM at the intersection of the centerline of CR 59 north/south, centerline of township road east and a fence line west.  CIM fit one remaining 1990 Wellen tie and both 1963 County Engineer’s ties.  CIM is accepted as marking the obliterated position for this corner location.

County Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N-196440.698
E-499433.513
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