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Statement of Evidence:







G023
East Quarter Corner of Section 2, Township 37 North, Range 30 West, 4th Principal Meridian, Mayhew Lake Township, Benton County, Minnesota.
1852
Original US General Land Office survey established corner marked by a wood post with bearing trees noted as:


13” Aspen

S 3 E


150 links




13” Aspen

S 10 W

147 links

1890
County Road Book, page 32, contains Surveyor’s Report by Felix Parrent stating road laid out on section line.  Gives distance of 82.50 chains for the east line of Section 2.
1941
County Engineer’s Notebook No. 150 contains a road survey for CAR 25 running south to north on section line and terminating at this corner.  Corner is shown marked by a hub set in center of road with field entrances east and west.  Stationing gives distance of 2661.9 feet to the SE corner.
1944
County Engineer’s Notebook No. 164 contains a road survey for CAR 25 running south to north on section line.  Corner is shown marked by a hub set in center of road with town road east. Stationing gives distances of 2664.0 feet to the SE corner and 2885.4 feet to the NE corner with corner being a POT.
1991
William Lunser, LS 9394, found nothing at the corner.  He set a cast iron monument at the centerline intersection of a north/south road and distances proportioned to the GLO notes.  He filed a Certificate of Location (#234188).  He notes a distance of 2881.41 feet to the NE corner and a distance of 2670.99 feet to the SE corner.

2010
The Benton County Surveyor’s Office found a mag nail which fit the 1991 ties to the northwest and southwest.  This position falls 2.7 feet west and 0.35 feet south of the lost position.  A 1/2-inch by 14-inch iron pipe capped “RLS 19552” was set in place of the mag nail fitting the 1991 distance for the half mile north within 0.04 feet and south within 0.76 feet.  Coordinates were obtained by GPS and additional reference ties were established.

Coordinates Obtained by GPS

NAD 83 (1996 Adjustment)

N- 161460.246
E- 505674.174
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