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Statement of Evidence:
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East Quarter Corner of Section 22, Township 37 North, Range 28 West, Maywood Township, 4th Principal Meridian, Benton County, Minnesota.

1855
Original US General Land Office survey set a wood post at this location and bearing trees were recorded.

12” Elm

N 29 ½ E


116 links

6” Poplar

S 63 ½ E


31 links

1915
County Surveyor’s Record Book 2, pages 430 and 431, and Record Book A, Map No. 3, shows a survey of Section 23 by J. P. Soderstrum.  Notes show he found old stake at 40.22 chains north of the SW corner, which was used as the corner for road survey. He notes fence west at 40.29 chains north of the SW corner of Sec. 23.  According to the map, he did not use either position, but set the ¼ corner lost at 40.18 chains north of the SW corner of Sec. 23.

2008
The County Surveyor’s Office searched and found a ¾” capped iron pipe (#17259) approximately 0.2’ below the surface of the centerline of a north-south gravel road (175th Avenue N.E.).  Distance to the NE corner of Section 22 measures 2649.93 ft. (40.15 ch.).  Distance to the SW corner of Section 23 measures 2649.56 ft. (40.14 ch.) which checks well with Soderstrum’s 1915 lost position and distance of 40.18 ch. to said SW corner of Section 23.  Surveyor accepts the position as marking the Corner and updated ties.
County Coordinates to ¾” iron pipe
NAD 83 (1996 Adjustment)
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