Benton County Surveyor’s Office

Jerome C. Wittstock, County Surveyor

Minnesota License No. 19552

Statement of Evidence:






L331

North Quarter Corner of Section 33, Township 36 North, Range 30 West, Minden Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a wood post at this location and bearing trees were recorded.

8” Blk Oak

S 50 1/2 E
120 links



4” Blk Oak

N 42 E

197 links

1979
William Lunser, LS 9394, found a 1/2” pipe at the intersection of fences north/south/east.

1984
William Lunser set a cast iron monument at the location of the 1/2” pipe and filed a Certificate of Location (#191259).

1992
James Nielsen, LS 11865, found a Benton County cast iron monument and filed a Certificate of Location (#216778).

County Coordinates obtained from MN/DOT:

NAD 83 (1986 Adjustment)

N- 105400.469

E- 492332.604

The following MN/DOT R/W plats note a County cast iron monument at the corner:


June 9, 1993


Plat No. 5-7


April 5, 1994


Plat No. 5-14

2003
County Coordinates obtained by sidetie:

NAD 83 (1996 Adjustment)

N- 105401.230

E- 492332.500

2008
Westwood Professional Services, Inc. found a CIM, established reference ties to the corner and verified the 2003 coordinates.
