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Statement of Evidence:








East Quarter Corner of Section 22, Township 37 North, Range 31 West, Watab Township, 4th Principal Meridian, Benton County, Minnesota.

1850
Original US General Land Office survey set a wood post at this location and bearing trees were recorded.
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N 1/2 E
897 links

1946
MN/DOT alignment map for TH 10 shows corner assumed at the intersection of fence lines north, south, and west 503.5 feet west of the centerline.

1978
Ronald Engelmeyer, LS #13334, set a 1” iron pipe at the intersection of occupation lines from the west and the south.  A Certificate of Location (#151562) was filed.  A distance of 2648.75 feet was measured to the NE Corner of Section 22 and a distance of 2659.87 feet was measured to the SE Corner of Section 22.

1978
Paul Wellen, LS #10461, found an iron monument at the intersection of a fence line from the east and a broken wire from the south.  A Certificate of Location (#151865) was filed.  (2 ties appear to be common with Engelmeyer).

2001
Barry Dorniden, LS #23044, found an iron pipe at the corner location.  Measured 2648.76 feet to the NE corner and 2660.01 to the SE corner of Section 22.

2004
MN/DOT

County Coordinates obtained by GPS

NAD 83 (1996 Adjustment)

N-145478.004

E-468081.884

2008
Westwood Professional Services found a 1” iron pipe at the intersection of downed fences east-west and south.  The found pipe measures 2648.66 feet to the northeast corner and 2660.25 feet to the southeast corner of Section 22 which agrees with the 1978 Englemeyer and 2001 Dorniden measurements.  A capped iron LS #10461 was found 30.40 feet northeast of the corner position which fits the 2004 MN/DOT coordinates, but were not able to locate a survey referencing this monument or another capped iron LS #10461 found west southwest of the corner position.  The found 1” iron pipe is accepted as marking the obliterated corner position and coordinates were obtained with reference ties as shown.

County Coordinates obtained by GPS

NAD 83 (1996 Adjustment)

N-145453.503
E-468064.089
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