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Statement of Evidence:






E111

The North Quarter Corner of Section 11, Township 38 North, Range 32 West, West Langola Township, 4th Principal Meridian, Benton County, Minnesota.

1852
Original US General Land Office survey set a post in a mound at the corner location with a pit 8 links east.

1977
William Lunser, LS 9495, set a 1/2” iron pipe on a projection of a line from the NW corner of Section 11 through an iron monument found on the center of Co. Rd. 40 at the intersection with the centerline of Co. Rd. 40 along the North-South ¼ line of Section 2.  This position was substantiated by fence lines and he filed a Certificate of Location (#147083).  He notes a distance of 2681.69 feet to the NE Cor Sec 10 and a distance of 2501.08 feet to the NE Cor Sec 11.

2002
No resurvey information was found on this corner in the Benton County records.

2003
Westwood Professional Services, Inc found a ½” iron pipe at this location.  County Coordinates Obtained by GPS to ½“ iron pipe

NAD 83 (1996 Adjustment)

N- 190822.007

E- 438096.757

2008
Westwood Professional Services, Inc. found a ½” iron pipe at this location.  ½” iron pipe fits 1977 Lunser ties.  ½” pipe is accepted as marking the obliterated position.  Observation by GPS confirms 2003 coordinates. 
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